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SAMHONG Eng. Co. Ltd.
For BUS & Truck only

A leader in Wheel Alignment System

Prompt & precise alignment with 8 CCD image sensors
of high accuracy

Wireless communication with “Bluetooth”
(can be used with Wire too)

Programe is designed for user suitably 

Accurate filter minimizes disturbance from the light

Customer data can be stored in USB or Floppy disk

Minimize measuring error with electric level sensors

Function for measurement and adjustment when the
front and rear setbacks are hidden.

Vehicle diagnostic program (Axle-offset, Side-offset,
and so on)

Measurement and adjustment for selected item is available

Self-diagnosis to inform the operation or malfunction of 
unit.

CARPER-CCD 325

CCD-325
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The pultrusion process is one of the most cost-effective methods for the production of composite materials.

CARPER-CCD 325

Blue tooth  skill.

Heads can measure and adjust  
even if setbacks are hidden.

Setback which is designed  by 
Pultrusion Method to decrese  

range of error and  transformed



Axle selection 1

Runout procedure for differnt axles

Axle selection 2

Measured data for different axles
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Model Carper - CCD 325

Computer Intel Pentium 4

Sensor
4 Heads - 8 Toes

CCD sensor

OS Windows XP

Printing Deskjet Printer

Wheel size
19inch - 26inch

(28/30inch Adapter)

Measuring 
Precision

        Setback     0.01‌̊

        Toe...............0.01˚

        Caster..........0.02˚

        Camber     0.02˚

Measuring
Range

        Setback......±2.0˚

        Total toe ....±50.0㎜

        Caster  ......±18.0˚

        Camber .... ±10.0˚

Communication Wire or Wireless(Bluetooth)

Power
100~240v, 50~60Hz

250w

Size 660 x 660 x 1070(h)mm 

Specification
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ISO 9001 ISO 14001
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